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Zor FIRST TIME USE.

PNEUMATIC ROSIN PRESS

STOP! SEE ASSEMBLY INSTRUCTIONS BEFORE CONTINUING WITH FIRST TIME USE

ATTACHING AN AIR COMPRESSOR:

TURN ON AND FULLY PRESSURIZE YOUR AIR COMPRESSOR.

MOST AIR COMPRESSORS WILL HAVE AN ADJUSTABLE KNOB TO CONTROL
THE OUTPUT PRESSURE.

USING THIS ADJUSTMENT, SET YOUR COMPRESSOR'S OUTPUT TO 150PSI.

NOW ATTACH AN AIR HOSE BETWEEN THE AIR COMPRESSOR AND THE QUICK CONNECT
FITTING ON YOUR EZ SQUEEZE.

SETTING PRESSURE:

YOU MAY NOW SET THE PRESSURE ON YOUR EZ SQUEEZE. LOCATE THE PRESSURE
ADJUSTMENT KNOB WHICH 1S ON TOP OF THE PRESSURE REGULATOR.

LIFT IT GENTLY UPWARD, IT WILL RAISE SLIGHTLY UP INTO THE ADJUSTMENT
POSITION.

NOW, WHILE KEEPING AN EYE ON THE PRESSURE GAUGE,

GENTLY ROTATE THE KNOB CLOCKWISE UNTIL THE PRESSURE GAUGE READS
BETWEEN 140-150PSI.

AFTER SETTING THE PRESSURE, PRESS THE KNOB DOWN AGAIN TO RETURN IT
TO OPERATIONAL POSITION.

NOTE: DO NOT TURN THE KNOB BEYOND THE RANGE OF THE REGULATOR.
DOING SO WILL PERMANENTLY DAMAGE YOUR EZ SQUEEZE,
|.LE. STOP TURNING THE KNOB IF YOU AREN'T RECEIVING FEEDBACK FROM THE

PRESSURE GAUGE NEEDLE (THIS INCLUDES WHEN ADJUSTING PRESSURE
BOTH UPWARDS AND DOWNWARDS).






